STATE OF OREGON
DEPARTMENT OF GEOLOGY AND MINERAL INDUSTRIES
906 State Office Building
Portland, OR 97201

WELL SUMMARY REPORT
(In compliance with rules and regulations pursuant to ORS 550)

Nahm & Vegter Energy Co.  
Cavenham Energy Resources  
Webster: 14-26-64  
(Company or Operator)  
Hillsboro, OR  
Wellsite: 1987  
(Land or Leased)  
F  X  
County:  
City:  
State:  
Zip Code:  
(Well No.)  
Sec. 26 T 6N R 4W  
Surveyed Coordinates (if directional, NAD 83): 1270.94  
294.01  S 578.70  E  
State Plane of OR Central  
NGA  
12/13/91  
Date:  
12/13/91  
Position:  
VP Engineering  
Commenced drilling: 12/31/91  
completed drilling: 12/31/91  
Shut-In Date:  
Total Depth: 2702 ft.  
Redrill depth:  
Logs run:  
E10-BCS-9G-14-14D  
CASING RECORD  
Depth  
Gross 1440 ft.  
Net 1992 ft.  
Geological Marker  
Top Caliper  
1440'  
Top GN  
1992'  
Perforations or Liner  
Method of Perforating  
Jet  
Bullet  
Slotted Line  
Initial Production  
(Oilman, P.O.)  
Rev. August 17, 1995

STATE OF OREGON
DEPARTMENT OF GEOLOGY AND MINERAL INDUSTRIES
906 State Office Building
Portland, OR 97201

WELL SUMMARY REPORT
(In compliance with rules and regulations pursuant to ORS 550)

Enerfin Resources Northwest  
"Bascom Pacific LLC"  
14-26-64 8D-R1  
(Owner)  
(Cable Address)  
(Well No.)  
Sec. 26  
T 6N  
R 4W  
Surveyed Coordinates:  
S1/2 NW  
2,139.61 North and 251.88 East from the Southwest corner of Section 26  
BPL  
981.60 South and 1,500.87 East from S1/2  
1,038.52 (2,115.87 TVD)  
Wildcats:  
NA  
Owner:  
City:  
County:  
(Well No.)  
NA  
Title:  
Office:  
Signature:  
Print Name:  
Job Title:  
Consultant:  
Date:  
January 2, 2000  
Committed drilling:  
January 24, 2000  
Completed drilling:  
January 28, 2000  
P&A:  
January 30, 2000  
Total depth:  
3,050 (2,115.87 TVD)  
Redrill depth:  
NA  
Logs run:  
Median log from 559-3,059, ATTENDICHEL/BIGGER from 3,059-411  
CASING RECORD  
Grade Type  
Depth  
Amount of cement  
24"  
16"  
3 1/2 STBGC  
520'  
250 ax  
Well Log  
Well Casing  
Depth  
2,110 (2,115.87 TVD)  
2,490 (2,115.87 TVD)  
Perforations or Liner  
Method of Perforating  
Jet  
Bullet  
Start Liner  
Date  
Clean Oil  
Gravity  
Percent Water  
F.T.P.  
F.P.C.  
S.I.T.P.  
S.I.C.P.  
Initial Production  
(Oilman, P.O.)  
Rev. August 17, 1995