Oregon Natural Gas Development Corporation (ODG) (ODG-C-3)

Date: 10/10/63

Application for drilling and production

Applicant: Oregon Natural Gas Development Corporation
Location: Clatsop County, Oregon
Well: 32-11-10W6-12N-30E

1/4 corner of sec. 32, T11N, R10W, S.W. 1/4

1. Location of well:

2. Purpose of well:

3. Surface casing:

4. Production casing:

5. Perforated zone:

6. Bridge plug notes:

7. Well productivity test:

8. Method of abandonment:

9. Well-to-well communication:

10. Signatures:

November 15, 1963

September 20, 1968

Todd Thomas

WORKER PROCEDURE CC-22-3

1. Move in rig and rip up
2. Rip up to and around pump and set gravel to kill well
3. Rip down tree
4. Rip up BOP
5. Rip up tubing
6. Rip up 2 3/8" work string with 4-3 1/2" ID, 1/2 sub and 3 7/8" bit
7. Rip to 2110 and drill out bridge plug
8. Pull and pick up casing rasper and R3 to 2467. Wash through perforated zone to 2464
9. Rip up tubing and run VERTIGL and neutron log
10. Pick up packer and side pocket mandrels
11. RAS and displacing with corrosion inhibitor
12. Set packer and nipple down BOP
13. Rip up tree and move out rig
14. Move in and rip up mud unit and wash in well. Flow well to clear tubing of water