PLUGGING RECORD

(In compliance with rules and regulations pursuant to ORS 520, this form must be submitted within 60 days after plugging.)


Oil Line 1915 S. or North Line

Wildcat:  YES  (or) Field Name:  Lincoln County

Date well was plugged:  NOV 16TH 1986

The interval between plugs shall be filled with a heavy mud-laden fluid. Was the well filled with mud-laden fluid as required?  YES  How was the mud applied?  WITH GRouting PUMP

Please furnish the following information:

CASING:  (1) Size  (2) Weight  (3) Depths set

8 1/8  570  308'

PLUGS:  (1) Type  (2) Depth/interval  (3) Amount of cement

Cement  1050 to 950 per 8 SACKS

350' to 247'  8'

Casing was cut off 4' below ground level, capped, and on after 2 sacks of cement put below welded cap.

Dennis O'Kennon observed main plugging operation on SAT 11-16, 1985

STATE OF OREGON

County of Marion

I, ROBERT W. MONTGOMERY, being first duly sworn, depose and say that I have knowledge of the facts stated herein, that they are true and correct, and that I am authorized to make this report.

Signature:  [Signature]

Position:  PRESIDENT

Subscribed and sworn to before me this 14th day of January, 1986.

Signature:  [Signature]  Notary Public for State of Oregon

My commission expires 6-20-88

Form 5 (9/84)