Nahama & Weagant Energy Company
Longview Fibre
#31-36-65

Surveyed Coordinates (If directional, BHL & SHL):
Sec. 36 . T 6N . R 5W
NE Cor. of Sec. 36
BHL: 1201.56'N & 816.54'W fr. SHL

Wildcat: Mist

Date: December 29, 1993
Signature: [Signature]

Commenced drilling: 3/23/93
Completed drilling: 8/4/93

Total depth: 3987'

Logs run: DIL/Sonic/GR 3979' - 503', CBL/Neutron/CCL 1341' - 636'

<table>
<thead>
<tr>
<th>Size of hole</th>
<th>Size of casing</th>
<th>Wt. in lbs. per ft.</th>
<th>Grade Type</th>
<th>Depth</th>
<th>Amount of cement</th>
</tr>
</thead>
<tbody>
<tr>
<td>12 1/4&quot;</td>
<td>8 5/8&quot;</td>
<td>24#</td>
<td>I-55, ST&amp;C</td>
<td>503'</td>
<td>225 sx.</td>
</tr>
<tr>
<td>7 7/8&quot;</td>
<td>4 1/2&quot;</td>
<td>10.5#</td>
<td>I-55, ST&amp;C</td>
<td>1390'</td>
<td>138 sx.</td>
</tr>
</tbody>
</table>

Geological Marker Depth

Plugs

Junk

Size of casing From To Shots/ft. Method of Perforating
4 1/2" 1146' 1164' 6-JMPF Jet Bullet Slotted Line

MCF/Day

Initial Production

10/7/93 427 330 327

Rev. August 29, 1999