<table>
<thead>
<tr>
<th>Notice</th>
<th>Reports</th>
</tr>
</thead>
<tbody>
<tr>
<td>Date: August 28, 1981</td>
<td>Portland</td>
</tr>
<tr>
<td>American Quasar Petroleum Co.</td>
<td>Verbal from Dennis Olmstead</td>
</tr>
<tr>
<td>Metcalf et al.</td>
<td>14'' Conductor @ 120'; 7'' casing @ 516'; 64'' hole to 2620'</td>
</tr>
<tr>
<td>Linn Stables</td>
<td>Proposed plugging procedure: 37 sx @ 1404'-1604'; 56 sx @ 616'-2945'</td>
</tr>
</tbody>
</table>

Attached is a complete detailed account of work done and results obtained. The attachment is part of this notice or report and is considered covered by the affidavit.

Last updated (date) (note) (approved) (reviewed) (noted) | American Quasar Petroleum Co. |
<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>by John F. Works</td>
<td>Division Drilling Engineer</td>
</tr>
<tr>
<td>Name: American Quasar Petroleum Co.</td>
<td>Address: 204 Superior Bldg., 201 Woollcott, Casper, WY 82201</td>
</tr>
</tbody>
</table>

DEPARTMENT OF GEOLOGY AND MINERAL INDUSTRIES

by Director